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                                    Waduk Sermo memiliki berbagai macam fungsi dan sangat bermanfaat bagi masyarakat. Fungsi utamanya adalah sebagai penampung air yang disalurkan untuk air bersih, irigasi atau pengaraian, serta pencegah banjir. Bendungan ini dapat menampung air hingga 25 juta m3 dengan genangan seluas 157 ha. Konstruksi bendung berukuran lebar atas 8 m, lebar bawah 250 m, panjang 190 m, dan tinggi 56 m. Mengingat besarnya manfaat bendungan bagi masyarakat sekitarnya, maka diperlukan pemeliharaan dan pengawasan bendungan. Salah satu caranya adalah dengan melakukan pemantauan terhadap deformasi geometrik yang mungkin terjadi.
Penelitian dilakukan dengan pengamatan geodetik, yaitu mengukur jarak dan sudut horisontal antar titik â€“ titik kontrol pada kerangka kontrol yang ada di Waduk Sermo. Pengamatan dilakukan pada dua epok, yang pertama pada tahun 2012 dan yang kedua pada tahun 2013. Jumlah titik kontrol pada bendungan ini ada sembilan buah titik kontrol. Jumlah data ukuran sebanyak 22 data jarak, 85 data sudut serta 14 data koordinat pada tiap epoknya. Pengolahan data dilakukan dengan menggunakan metode parameter berbobot, sedangkan analisis pergeseran horisontal dilakukan dengan menggunakan uji kesebangunan jaring
Pengolahan data yang telah dilakukan menghasilkan besar pergeseran horisontal berkisar antara 2 mm sampai 17 milimeter. Analisis pergeseran horisontal menggunakan uji kesebangunan jaring dengan derajat kepercayaan 95% dan derajat kebebasan 103, menunjukkan bahwa besar pergeseran yang terjadi tidak signifikan secara statistik. Hal ini berarti tidak terjadi pergeseran horisontal selama selang waktu 1 tahun pada semua titik kontrol yang ada.                                    

                                    Sermo Reservoir has various beneficial function for society. Its main function is as a container of water delivered for water supply, irrigation, and flood prevention.The reservoir can hold up to 25,000 m3 of water with 157 ha of widespread inundation. Reservoir construction has top width of 8 m, bottom width of 250 m, 190 m long and 56m high. Considering the big benefit of the reservoir for surrounding society, maintenance and supervision of the reservoir, one of many ways is monitoring the geometric deformations that may occur are highly required.
This research was conducted by performing geodetic observations, namely measuring distances and horizontal angles between control points on the existing control network on Sermo Reservoir. Observations were conducted at two epochs, the first in 2012 and second in 2013. Number of control points at the reservoir were nine points, with 22 distance data, 85 angle data and 14 coordinate measurement data at each epoch. Data processing was performed using weighted parameters method and horizontal movement analysis was performed using net congruency test.
The results of data processing was movement from 2 mm to 17 mm. Horizontal movement analysis with 95% confidence level and 103 degrees of freedom was that movement of occur had not been significant. That results was that horizontal movements within 1 year had not been occur on every existing control points.
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