
88 
 

DAFTAR PUSTAKA 

 
Alamaa A., 2016, High Speed Railway Embankment – a Comparison of Different 

Regulation, Department of Civil and Architure Engineering, Division of Rock 

and Soil Mechanic, KTH Royal Institue of Technology, Stockholm 

Anggraini AD, 2018, Perbaikan Tanah Dasar Jalan Tol Semarang-Demak 

Menggunakan Bahan Aditif dan Perkuatan Kolom Stabilisasi, Gadjah Mada 

University, Yogyakarta 

Badan Standarisasi Nasional, 2012, Tata Cara Perencanaan Ketahanan Gempa Untuk 

Struktur Bangunan Gedung dan Non Gedung, Jakarta 

Bowles JE, 1989, Sifat-sifat Fisik dan Geoteknis Tanah, Erlangga Jakarta. 

Departemen Pekerjaan Umum, 2005, Stabilisasi Dangkal Tanah Lunak Untuk 

Konstruksi Timbunan Jalan (Dengan Semen dan Ceruck), Pedoman Konstruksi 

dan Bangunan, Jakarta. 

Fly California, 2009, Technical Memorandum, Earth Work and Rrack Bed Design 

Guidelines, California 

Ganda I., 2011, Analisis Stabilitas Lereng Menggunakan Perkuatan Geogrid (Studi 

Kasus Medan – Berastagi, Desa Sugo), Departemen Teknik Sipil Universitas 

Sumatra Utara, Medan. 

Gregg, L.E., 1960 Earthwork in K.B.Woods (ed), Highway Engineering Handbook, 

Mcgraw Hill Book Company, New York 

Handayanu, 2015, Metode Elemen Hingga, Surabaya, Institut Teknologi 10 

November, Surabaya 

Hardiyatmo,H.C., 2010, Stabilisasi Tanah Untuk Perkerasan Jalan, Gadjah Mada 

University Pers, Yogyakarta. 

Hardiyatmo,H.C., 2012, Tanah Longsor dan Erosi, Kejadian dan Penanganan, Gadjah 

Mada University Pers, Yogyakarta. 

Hardiyatmo,H.C., 2012, Mekanika Tanah 1, Gadjah Mada University Pers, 

Yogyakarta. 

Hardiyatmo,H.C., 2002, Teknik Pondasi 1, Gadjah Mada University Pers, 

Yogyakarta, 

STABILISASI TANAH DASAR DENGAN BAHAN ADITIF AKIBAT BEBAN SIKLIK JALAN REL KERETA
CEPAT
JAKARTA-BANDUNG
WIDY CAHYONO, Dr. Ir. Ahmad Rifai, MT
Universitas Gadjah Mada, 2019 | Diunduh dari http://etd.repository.ugm.ac.id/



89 
 

Hardiyatmo,H.C., 2014, Mekanika Tanah 2, Gadjah Mada University Pers, 

Yogyakarta, 

Jumikis, A.R, 1962. Soil Mechanic, D. Van Nostrand, NJ 

M.J.M.M. Steenbergen, E.De Jong and A. Zoeteman, 2015, Dynamic Axle Loads as a 

Main Source of Railway Track Degradation, Railway Engineering Group, 

Delft University of Technology, Netherland, 

Nurul N.U., 2017, Analisa Stabilitas Timbunan Jalan Berdasarkan Instrumen 

Geoteknik pada Proyek Pembangunan Relokasi Jalan Tol Surabaya – Gempol, 

Paket 3A Sta40+950  - 42+200: Ruas Porong Gempol, Surabaya, Institut 

Teknologi 10 November Surabaya. 

Peraturan Menteri Perhubungan Republik Indonesia, 2012, Persyaratan Teknis Jalur 

Kereta Api, Nomor PM 60, Jakarta. 

Plaxis 2D Versi 8, 2007, Manual Plaxis, Delft University of Technology Belanda. 

Raymod, G.P., ang Komos, G.A., Repeated Load Testing of a Model Plane Strain 

Footing, Canadian Geotech.J., 1978 

Sandyavitry, 2011, Analisa Effesiensy Struktur Perkerasan Jalan dengan (Stabilisasi 

Soil Cement) Pada Konstruksi Base Coarse dan Sub Base Coarse, Universitas 

Riau, Pekanbaru. 

Siemen AG, 2005, High Speed Train Set Velaro CRH 3 for Chinese Ministry of 

Railways, Industry Sector Mobility Division Public Transit, Germant. 

Sinaga dan Rusyanto, 2015, Pengujian Kuat Tekan (Unconfined Comperssion Test) 

Pada Stabilitas Tanah Lempung Dengan Campuran Semen dan Abu Cangkang 

Sawit, Teknik Sipil Universitas Sumatra Utara, Medan. 

Suhendro, B. 2000 Metode Elemen Hingga dan Aplikasinya, Jurusan Teknik Sipil 

dan Lingkungan, Fakultas Teknik, Universitas Gadjah Mada Yogyakarta. 

Steenbergen, Jong and Zoeteman, 2015, Dynamic Axle Loads as a Main Source Of 

Railway Track Degradation, The Authors and IOS Press, Netherlands. 

Zarembski Allan, 2017, Fundamentals and Selected Technical Issues for Highspeed 

and Heavy Axle Railroad Engineering, Willian W. Hay Railroad Engineering 

Seminar, University of Delaware, Illinois. 

 

STABILISASI TANAH DASAR DENGAN BAHAN ADITIF AKIBAT BEBAN SIKLIK JALAN REL KERETA
CEPAT
JAKARTA-BANDUNG
WIDY CAHYONO, Dr. Ir. Ahmad Rifai, MT
Universitas Gadjah Mada, 2019 | Diunduh dari http://etd.repository.ugm.ac.id/


